
Wij leveren uitsluitend aan bedrijven, geen verkoop aan particulieren. 
Op al onze offertes, op alle opdrachten aan ons en op alle met ons gesloten overeenkomsten zijn toepasselijk de Metaalunievoorwaarden, gedeponeerd ter griffie van de rechtbank te Rotterdam.  
Triltechniekshop.nl is een handelsnaam van G Force Technologie B.V. 
De leveringsvoorwaarden worden op verzoek toegezonden. De geleverde goederen blijven tot de volledige betaling heeft plaatsgevonden eigendom van triltechniekshop.nl. Reklames en klachten kunnen 
alleen binnen acht dagen na aflevering door ons in behandeling worden genomen. 

TRILTECHNIEKSHOP.NL 
Nijverheidsweg 38 
4906 CL  Oosterhout 
Tel. 0162-432012 
info@triltechniekshop.nl 
IBAN: NL03ABNA0478760302 
BIC: ABNANL2A 
BTW-Nr.: NL810794445B01 
KvK: 20104392 

THYRISTORREGELING 

Type : R3FC 

Thyristor-regelingen worden toegepast voor het regelen van de kracht van een elektromagnetische 
aandrijving. Met behulp van een thyristorregeling is de transportsnelheid van een 
elektromagnetische trilgoot of zeef traploos te regelen. 

Het instellen van de wenswaarde gebeurd door middel van een potentiometer. 
(een regelbare weerstand met een draaiknop) 

Deze regelaar is dus de eenvoudigste uitvoering. 
De mogelijkheden zijn:  
* Juiste spanningsvorm maken voor een Elektromagnetische aandrijving
* In-/uitschakelen van de aandrijving
* Regelen van de transportsnelheid door middel van een draaiknop

Verder is de regelaar voorzien van: 
- minimale- en maximale wenswaarde afstelling
- Langzaam/snel opstarten instelbaar
- 3000/6000 trillingen per minuut
- potentiaalvrij contact t.b.v. start/stop

Geleverd als losse printplaat voor inbouw in uw eigen systeemkast.  
(Optioneel leverbaar ingebouwd in Kunststofkast  Type: R3FC-kk) 

Type R3FC 
Ingangsspanning 230 V. ; 50/60 Hz. 
Uitgangsspanning 40 tot 220 Volt 
Stroom (max) 6,3 A. 
Afmetingen 80 x 95 x 40 mm. 
Beschermingsklasse IP00 



R3FC 3/4A 115V
230V IP 65

Electronic Controller for Electromagnetic Vibrator

General

Stabilized controller, compact, economic, current till to 3/4A rms in metallic 
or plastic box, only circuit or circuit with support DIN35 with external 
potentiometer

General Characteristics 

Voltage 110/230V, 50/60 Hz • 3000/6000 Vib/min • Input ON/OFF • Slow/
fast ramp • Reg. vibration min/max •Led ON • Line input with schuko plug• 
Vibrator output with connector.

Applications

Regulation of vibrators linear and small circular vibrators till 3 Amps.

Options

Box IP65 (NEMA 4/4X) • INOX Box • Connector for vibrator.

Electrical Characteristis

Tension of Feeding: 115/230 V ± 5% – 50/60 Hz
Consumption: 1,5 W max
Current Max: 3,15A (RMS)
Load Min: 50 mA (RMS)
Frequency of Vibration: 3.000/6.000 v/min. (50 Hz) RC-AC
Time of Ramp: 
Regulation Min.: 80 V ± 30%
Regulation max:  220 V - 30%

free voltage contact
Degree of Protection: IP55 in box (IP65-NEMA4-4X)
Temperature of Storage: –15°C / +80°C
Temperature of Operation: –5°C / +55°C
European Norms: EMC CE
Guarantee: 1 year (from date on circuit)

Available Versions

Type Box Colour Dimensions Code Price €

R3FC Circuit 80 x 95 x 35 PV R3FCX A2 STD

R3FC-kk Fire-retardant plastic RAL 7035 100 x 100 x 50 PV R3FCX Z2 STD

METALLIC BOX  
PV R3FCX Z2 STM

100x100x50

METALLIC BOX  
PV R3FCX Z2 SM1

100x100x50

PLASTIC BOX  
PV R3FCX Z2 STD

100x100x50

  TIUCRIC
PV R3FCX A2 STD
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CODE REV DATE SHEET

DTR3FC 00 11/16 R.v.Braght 1/1
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Description: CONTROL CIRCUIT R3FC (STABILIZED)
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SKETCH AND CHARACTERISTICS TECHNIQUES SUBJECT TO MODIFICATIONS WITHOUT WARNING.
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